
Korgmarkisen skapar en klassisk elegans åt varje fasad samtidigt som den genom 
sina täckta sidor ger ett effektivt värme- och solskydd.
Korgmarkisen har en högre stabilitet än vanliga markiser och passar därför lika 
bra på restauranger, butiker, kontor och hotell som på den egna villan.
Det finns ett tiotal olika modeller av markiser att välja mellan, skulle inte din 
modell finnas skräddarsyr vi en efter dina önskemål.
Markisen regleras normalt med lindrag, vev eller motor, med eller utan automatik.
Korgmarkiser lämpar sig mycket bra för reklamtryck.

Korgmarkiser

Den eleganta markisen
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  ESLÖV 
0413-101 08  

TRELLEBORG 
0410-135 50  

YSTAD 
0411-192 10

MALMÖ  
040-667 57 00  

LUND
046-14 51 00

HELSINGBORG
042-21 88 00  

ÄNGELHOLM
0431- 41 03 11  

Design
description

Cassette

Made from extruded and powder-

coated aluminium.

Extension profile

With handle, made from extruded 

and powder-coated aluminium, to 

integrate the fabric. 

Fabric roll shaft

Ø 63 mm, made from galvanized 

steel.

Wall bracket

Made from aluminium, for frontal 

wall installation. Angular bracket for 

lateral installation for a surcharge.

Handle holder

For installation to the wall or railing. 

Optionally fixing of the handle 

holder to post type A or B, 35 x 35 

x 2,5 mm; made from galvanized 

steel, powder-coated.

Drive

With spring balancer drive.

Post Type A

Minimum widths

Height Standard Allweather Liberty Sunsilk Reflect Firemaster Soltis Twilight

1300 4000 4000 2000 4000 2000 2000 4000 3000

1900 3000 3000 - 4000 - - 4000 3000

Accessories

Max. width:
Single unit
Linked set

1.9 m
-

Max. extension:
Single unit
Linked set

4.0 m
-

Design: Box

Articulated arm:
Extruded aluminium, hinges 
made from cast aluminium. 

-

Inclination:
Range of adjustment -

Variomatic:
(with single units)
Variable inclination 
adjustment up to an 
extension of 3.5 m

--

VarioPlus Roller Blind:
(with single units)
up to an extension of 3.5 m -

Coupleable: -

Flounce:
5 different forms, all fabric 
designs

-

Arm covering profile: -

Wall connection profile: -

Protection cover:
For open awning -

Frame colours:
a) Standard:
RAL 9016 White
RAL 9006 Silver

b) Special colours: 
Standard colours acc. to our 
RAL classic colour chart are 
available without surcharge. 

Special colours acc. to the 
RAL classic colour chart, 
such as pearl effect, metallic 
or fluorescent colours, as 
well as other special colours 
acc. to other colour charts 
(e.g. DB, TIGER, NCS, 
Sikkens, etc.) on request.

ü
ü

ü

ü

Fixing:
Wall bracket (on concrete I)  
Ceiling bracket 
Rafter bracket

-
-
-

ü Included in the delivery    

+ Surcharge    

 - not available

Post Type B with  

bayonet catch

Floor bracket for  

driving in

Floor bracket for 

encasing in concrete

Adapter plate for bayonet 

catch, for use with floor 

brackets

Mounting bracket for lateral 

fixing of the handle holder

Mounting bracket for lateral 

fixing of the box

Custom-made fabric

Colours according to current range.

Colours

Frame colours in 

RAL9016 (white) or 

RAL9006 (silver).

Included in the delivery:

– Wind- and sight screen element

– Tugbar handle drawing-out rod 

– Handle holder

– Wall fixing device for the box

Head Office: 
HELLA Sonnen- und Wetterschutztechnik GmbH

A-9913 Abfaltersbach 125
T. +43 (0)4846 / 65 55-0

F. +43 (0)4846 / 65 55-134 
E: office@hella.info
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Material
Kassett och frontprofil av pulverlackerad 
aluminium. Valsrör i förzinkat stål. Stolpe av 
pulverlackerat förzinkat stål.
Finns i färgerna RAL 9016 vit och RAL 9006 
silver som standard. 

Väv
Väv i 100% polyakrylfiber med 
impregnering eller screenväv – Soltis. 

Montering
Kassett monteras på vägg.
Den yttre stolpen monteras i trädäck eller 
gjutet betongfundament.

Storlekar
Finns i höjderna:
1,3 m (max bredd 4 m) 
1,9 m (max bredd 3 m)

Manövrering
Dras ut manuellt, väven hålls spänd av en 
fjäder i kassetten.

Stolpfäste för 
ingjutning i betong.

Product Information Wind- and Sight Screens
Various installation options

Up-to-date colours and numerous designs
Easy operation
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Stolpe / Mast 
Typ A

Vind­ och insynsskydd 

Material
Aluminiumprofiler samt skruvar 
i rostfritt och förzinkat stål. 
Går även att få lackerat.

Väv
Väv i 100% polyakrylfiber med Scotch-
gard impregnering. Ljushärdighet är 
7–8 av 8. Screenväv och PVC.

Montering
Välj mellan fast monterad eller fällbar. 
Monteras på vägg.

Manövrering
Med in- eller utvändigt lindrag, vev 
eller motor, med eller utan automatik.

Storlekar
Korgmarkisen finns i ett flertal 
modeller men kan även specialbeställas. 
Maxmåtten kan variera mellan de olika 
modellerna.


